<INSERT LOGO / COMPANY NAME>

Project HAZARD Identification based ON CONTRACT SCOPE OF WORKS 
for: <INSERT PROJECT NAME>
The Victorian OHS Regulations Part 5 Construction, section 5.1.3 define High Risk Construction work as being work that involves one or more of the following:
· Where there is a risk of a person falling more than 2 metres;

· On telecommunications towers; 

· Demolition; 

· The removal or likely disturbance of asbestos; 

· Structural alterations that require temporary support to prevent collapse; 

· A confined space; 

· A trench or shaft if the excavated depth is more than 1·5 metres;

· A tunnel;

· The use of explosives;

· On or near pressurised gas distribution mains or piping; 

· On or near chemical, fuel or refrigerant lines;  

· On or near energised electrical installations or services; 

· In an area that may have a contaminated or flammable atmosphere; 

· Involving tilt-up or precast concrete; 

· On or adjacent to roadways or railways used by road or rail traffic; 

· At workplaces where there is any movement of powered mobile plant; 

· In an area where there are artificial extremes of temperature; 

· In, over or adjacent to water or other liquids where there is a risk of drowning; 

· Diving.

If an activity listed on the risk assessment requires any of the above to occur, a Safe Work Method Statement (SWMS) is required.
NOTE: Probuild will not accept generic SWMS’s for activities that fall under the category of High Risk Construction Work!
1.0 
Project HAZARD identification based ON contract SCOPE OF WORKS
	Activity 
	Potential High Risk Activities
	SWMS Required Y/N
	Name of SWMS 
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